
SECTION 8 - GPETE CONFIGURATIONS BY MODEL 

CAGE MODEL OPTIONS

34280 1002-200 200 = Options A2 & A4, D151 ext RF detector
57705 1005B-1S 1S = Switch between A & B channels
28821 1018B-S5165 S5165 = Rear output, internal mod for calibration
28821 1018B-S5190 S5190 = 8 foot RF input cable
28821 1018B-S5253 S5253 = Calibration oscillator to 1018A, 2 mode kits
23338 1038-S5294 1038-D14+1038-H13+(2)1038-V12+(3)13782, 5 & 50 ft cables
23338 1038R 1038-D14A+1038-N10+(2)15176
23338 1038S 1038-D14A-04+1038-N10+(2)15176+15237
23338 1038V 1038-D14A+1038-H11+1038-V12+1038-V13+(2)13782
04901 1130-11-S3 11 = 400 Hz high pass, S3 = Ext demod for AM signals
28480 1200A-C16 C16 = X-Y operation, probes, BNC adapters
24655 1232-AP2 AP2 = Rechargeable NiCad batteries
28480 140A-E15 E15 = 140A+1415A-H08-H09, case, accessories
23338 145-S1021 S1021 = ETI, rear symmetry switch
23338 145-S574 S574 = Protection for output circuitry
23338 145-S620 S620 = Symmetry switch
23338 145-S872 S872 = ETI
96795 15-6327-575965 15-6327-57, min/sec event, rear switches, ruggedized
80009 1502B-03-04 MOD NB NB = Silver oxide battery
80009 1503-01-04-76 76 = P7 phosphor
80009 1503B-03-04 MOD NB NB = Silver oxide ROM battery
28480 1551A-005 005 = 180F+1815A+1816A+1108A+10164B-C05
28480 1551A-020 020 = 180F+1801F-020+1821F-020
28480 1551A-021 021 = 180F+1801F-021+1821F-021+10164B-021
28480 1551B-023 023 = 180ER+1801F+1821F+10164A-C02
28480 1551B-025 025 = 180ER-021+1801F-021+1821F-021+10164A-C02
28480 1553A-005 005 = 181A+1815A+1816A+1108A
28480 1553A-C01 C01 = 181A+1801F+1821F, 10004B probes
23338 157-S131 S131 = 100 ohm sync output impedance
23338 157-S131A S131A = Special markings for Hughes drawings
23338 157-S134 S134 = Special BCD coding
23338 157-S233 S233 = Special rack mount, paint, decals, slides
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28480 1570A-H02 H02 = 140A+1405A-H06+1421A, accessories
28480 1570B-H01 H01 = 140B-007+1415A-007+1415A-H08-H09
23338 159-S553 OPT 005 S553 OPT 005 = rack, mount, slides, paint, 05 = GPIB cable
82199 1605E-L 1105E-L+1020A
82199 1606E-N 1106E-N+1020T Navy version modulator
82199 1607-M4 1107-M4+1001A-M4
82199 1607E-N 1107E+1020A OPT N
82199 1608-M4 1108-M4+1001A-M4
82199 1608E-N 1108E+1020A
54778 164B-G1 G1 = 164B+180A-470+270A-470+271A-30
54778 164B-G2 G2 = 164B+180A-52+180A-148+180A-470+180A-1000+270A-30
54778 164B-G3 G3 = 164B+181A-250+270A-30
54778 164B-G4 G4 = 164B+181A-250+181A-1000+160B-600
28480 1707A-020 020 = Vertical output jack
28480 1707B OPT 12 + 20 12 = Battery pack, 20 = Vertical output jack
28480 1725A-H14 H14 = Environmentalized, front cover
28480 1725A-H23 H23 = 1725A-H14, ETI
28480 1741A-H09 H09 = EMI mod, line filter, metal contrast screen
28480 1741A-H14 H14 = Increased CRT writing rate
80164 175AV/1758 AV = Average responding, 1758 = Battery package
28480 180A-E02 E02 = 180A-C02+1801A-H02+1821A-H02+10164AN
28480 180A-E05 E05 = 230V, CRT RFI, Z-axis & front BNC, del sweep amp
28480 180D-H05 H05 = Old style cord, line filter, metal contrast screen
28480 180ER-E02 E02 = 180ERN+1801E+1821E+10164A-C02
28480 181A-E12 E12 = 181A-A33+1801F-021+1821F-021
28480 181T-C33 C33 = Louver and front panel covers
28480 1980B-150-860 150 = 1950 plug-in, 860 = Digital waveform storage
14031 2002-08+CC-19 CC-19 = Carrying case
34280 2002A-200 200 = Opt A3 (1, 10, 50, & 100 MHz harmonic markers)
28480 200CDR-C10 C10 = Rear output terminals in parallel with front
9N770 2020-S4-24 S4-24 = S4A-1, accessory probes and adapters
28480 204C-001-H20 H20 = Var output greater than 23 dB, Opt 02 (battery pwr)
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28480 204C-H20 H20 = Var output greater than 23 dB, Opt 02 (battery pwr)
28480 204C-H39 H39 = Rear panel output connectors, no sync output
07342 213C-S2387 S2387 = 400 Hz input frequency
28480 214A-C97 C97 = 22 inch Jonathan 110 QD-22-2
28480 214A-H01 H01 = Modified trigger
28480 214B-H27 H27 = ETI
07342 214C-S1168 S1168 = 400, 800, 4.8 kHz, & 9.6 kHz input frequencies
07342 214C-S1490 S1490 = 60, 400, & 10 kHz input, 1:1 output signal
07342 214C-S2344 S2344 = 60 & 400 Hz input frequencies
80009 2236-YA YA = EMI, silver oxide ROM battery, probes
80009 2246 MOD A MOD A = EMI, front override interface, probes, assy pouch
80009 2246-1Y 1Y = EMI, silver oxide ROM battery, accessories
80009 2246-2R 2R = 2246-1Y, rack mount accessory
07342 225-S2762 S2762 = 60, 400, 800, 9.6 kHz & 10 kHz input frequencies
80009 2335-1R 1R = 2335 rack mount
14031 2350-02 02 = 115/230 Vac operation
80009 2465-11-YA YA = ETI, probes, extra manual
80009 2465-11-YC YC = ETI, rear probe power, probes
80009 2465A-11-YC YC = ETI, probes
80009 2465B-11 WB WB = Silver oxide battery, probes
80009 2465CTS CTS = GPIB interface, probes, extra manual
11837 250DE+1325 1325 = AC, rechargeable batteries
89536 27/AN AN = 85 RF+80K-40+TL 70
80009 2710-01-03-14-33 01=300Hz RBW 03=GPIB 14=1,10,100kHz,1MHz RBW filt 33=cover
80009 2754P-NS NS = Silver oxide batteries
34280 3000-200 200 = FM deviation, reverse power protection
34280 3001-SP691 SP691 = 1 & 5 kHz mod, FM dev to 500 kHz, ext FM TO 100 kHz
50423 300H-U7 U7 = low pass 1 kHz filter
50423 3015A MOD92 MOD92 = Ruggedized, upper freq = 6 MHz
50423 3015A MOD95 MOD95 = Battery/ac, 4 MHz upper freq, 0 dB=1 mW/600 ohms
50423 3028B MOD163 MOD163 = 3028B Opt 5, 20, 24H, RF probe
50423 3028B MOD164 MOD164 = 3028B Opt 5, 20, 24H, RF/dc HV probes
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50423 3028B MOD168 MOD168 = 3028B Opt 5, 20, 24H, RF/dc HV probes
50423 3028B MOD171 MOD171 = 3028B Opt 5, 20, 24H, RF probe, divider, tee
50423 3028B MOD172 MOD172 = 3028B Opt 5, 20, 24H, RF/dc HV probes
50423 3028B MOD20-05 MOD 20-05 = Panel meter, rechargeable batteries
50423 3028B-24H 24H = 10 mV dc range with 100 uV resolution
50423 3036B MOD968 MOD968 = Environmentalized
05535 3045A MOD04 MOD 04 = Parallel read inputs
05535 3045A MOD05 MOD 05 = Internal rechargeable battery
05535 3045A MOD10 MOD 10 = Constant input capacitance
05535 3045A MOD16 MOD 16 = Side mounted carrying handle
05535 3045A MOD30 MOD 30 = Top dB scale
50423 3056A MOD A37 MOD A37 = 1 kHz low pass filter
05535 3056A MOD04 MOD 04 = Parallel read inputs
05535 3056A MOD05 MOD 05 = Internal rechargeable battery
05535 3056A MOD10 MOD 10 = Constant input capacitance
05535 3056A MOD16 MOD 16 = Side mounted carrying handle
50423 3056A MOD38 MOD38 =  AC/Battery, 4 MHz upper freq, 0 dB = 1 V
50423 3056A MOD98 MOD98 = 0 dBV scale (1V at 1 kilohm)
50423 3056A OPT 04 OPT 04 = Rear BNC connector
50423 311-U9 U9 = Linear meter scale
28480 3200B-E02 E02 = 13515A frequency doubler probe
50423 320A-S2 S2 = Rack mount
50423 320A-U38 U38 = 2 time constants
07342 321-S3254 S3254 = Isolated ref/signal input, rear connectors
50423 323-06 MOD40 MOD40 = Environmentalized
50423 323-07 MOD 40 07 = AC only, MOD 40 = Environmentalized
50423 323-20 MOD40 20 = AC/battery, MOD40 = Environmentalized
50423 323-21 MOD40 21 = AC only, MOD40 = Environmentalized
50423 323L-20 MOD 40 MOD 40 = Environmentalized
28480 3325A-001-002-H37-910 H37 = ETI
28480 3325B-001-002-H03-910 H03 = Schematics included in tech manual
28480 3325B-E02 E02 = 3325B-001-002-910
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28480 333A-C10 C10 = Rear panel I/O terminals in parallel with front
28480 334A-H05 H05 = 30 kHz low pass filter, add 10 dB to meter
28480 3400A-C10 C10 = 300V range from 3-10 MHz is 8 percent
28480 3400A-C85 C85 = No feet/handles, dBV scale (90 dBV=1V), special paint
28480 3400A-H65 H65 = Linear 20 dB scale, input terminals in rear
28480 3400A-J79 J79 = 2Hz to 10MHz, -20dB to 0dB log, floating input
28480 340B-H01 H01 = Input frequencies of 15 and 60 MHz
28480 340B-H05 H05 = Input frequencies of 21.4 and 60 MHz
28480 340B-H09 H09 = Input frequencies of 30 and 45 MHz
28480 340B-H39 H39 = Input frequencies of 15 and 30 MHz
28480 340BR-M25 M25 = Input frequencies of 27.7 and 60.0 MHz
28480 342A-H24 H24 = 30 to 200 MHz frequency modifications
28480 342A-H67 H67 = Input frequencies of 21.4, 30, 60, 105 & 160 MHz
28480 342A-J30 J30 = Input frequencies of 21.4, 30, 60, 120 & 160 MHz
28480 342A-P46 P46 = Input frequencies of 21.4, 27.7, 30, 60, 70 & 160 MHz
28480 342A-R16 R16 = Input frequencies of 12, 15, 21.4, 60 & 160 MHz
50423 3440A-MOD110 MOD110 = No remote programming, 34401A
50423 3440A-MOD112 MOD112 = 7 kHz TO 1.2 GHz probe, 34401A
50423 3440A-MOD113 MOD113 = 10 kHz TO 1.2 GHz probe, 34410A
38047 3501-0100 3501A Navy version
38047 3501-01000 3501 Opt 04
28480 3550B-C24 C24 = Rack mount
28480 3551A-C01 C01 = Rack mount
28480 3551A-C05 C05 = Convertible rack mount
28480 3551A-H27 H27 = 11 inch rack mount, rear ac power, ac only, ETI
28480 355C-C08 C08 = N(f) connectors
28480 355D-C08 C08 = N(f) connectors
28480 3577A-E01 E01 = 3577A+35677A+35678A+35679A+11850A
28480 3577B-001-002-E01 E01 = 35677A+35678A+35679A+11850C
28480 3580A-C05 C05 = Rack mount
28480 3581A-H37 H37 = ETI
28480 3722A-H01 H01 = Additional binary output
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28480 400GL-C01 C01 = Ground isolation from input connectors
11332 4017C/1 476+N4240A, attenuator set
11332 4017C/1-003 476+N4204A, attenuator set
11332 4017C/1-004 476+A4240A+A4240C, attenuator set
11332 4017C/1-005 476+N4240A+K4240C+A4240C, attenuator set
11332 4017C/2 476+440B-1
11332 4037 476-5+N4240A+K4240C-5+A4240C-5, case
28480 415E-E09 E09 = 415E-001+809C+H810C+X810B+X444A+816-22+447B
28480 415E-H05 H05 = 100 Hz input frequency
28480 415E-H12 H12 = 2500 Hz input frequency
28480 415E-H22 H22 = Opt 002 front & rear inputs, C15 fungus proofing
28480 415E-H39 H39 = Additional 0.005 VWSR scale, 0.025 dB scale
04901 4200-S21 S21 = 4E and 6E sensors, ETI
04901 4220-S/3 S/3 = 4E and 9E sensors, case, cables, 2 manuals
04901 4220-S/4 S/4 = 6E and 9E sensors, case, cables, 2 manuals
70998 43 TYPE I 43, 8 elements (5W TO 5 kW)
70998 43 TYPE II 43, 6 elements (5W TO 50W)
70998 43 TYPE III 43, 20 elements (10W TO 1 kW)
28480 431B-E18 E18 = 2 foot sensor cable
28480 431B-H21 H21 = 6 inputs
28480 431C-C15 C15 = Environmentalized
28480 431C-E15 E15 = 2 foot sensor cable
28480 431C-E30 E30 = 431CF-C32+478A-C32
28480 432A-E18 E18 = 432A with 2 foot sensor cable
28480 432A-E30 E30 = 432A-001+478A+X486A+AS-3, case, 2 manuals
28480 432A-E40 E40 = 432A-H52+8487B, case
28480 432A-E41 E41 = 432A+8478B+K486A, case
28480 432A-E42 E42 = 432A-K26+8478B+K486A+R486A, case
28480 432A-H21 H21 = Push-to-turn zero control
28480 432A-H27 H27 = 3 inputs
28480 435A-E12 E12 = 435A+8481A+8484A+11076A, case
28480 435B-C06 C06 = No feet, caution label, 2-sided scale
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28480 435B-E12 E12 = 435B+8481A+8484A, case
28480 435B-E19 E19 = 435B+8482A+8482H, case
28480 435B-E25 E25 = 435B+8481A+8484A+11708A, case
28480 435B-E27 E27 = 435B+8482A+8482H, case
28480 435B-E30 E30 = 435B-001-C06+8481A+8484A, case
70998 4410-025 025 = SWR chart and detector elements 4410-4, 5, 6, 7
28480 461A-H12 H12 = Special test (not more than -3 dB at 460 MHz)
28480 461A-H62 H62 = 461A built to 462A specs
80009 465 MOD WY MOD WY = ETI
80009 465M MOD WY MOD WY = ETI
80009 465M-49 49 = Tri-service AN/USM-425(V)1
80009 466-04-MOD WX WX = ETI, fast CRT, accessories
11332 476-5 Power meter for 11332 4037 system
50319 48+M-20 M-20 = Extra manual
80009 491 MOD 139L MOD 139L = 10 MHz to 2000 MHz
80009 491 MOD 139M MOD 139M = 1.5 GHz to 40 GHz
28480 4934A-E01 E01 = Opt 001, rack mount kit
80009 495P-39 39 = Silver oxide RAM battery, cables, CRT filter
28480 5006A-40-H01 H01 = ETI
42161 520B2-17 520B2+500B, rack mount kit, metal case
42161 520B3-14 520B3+500B, fiberglass case
42161 520B3-17+8220-0500-53 520B3+500B, rack kit, w/o env delay, P/AR, impulse noise
28480 5245L-C37 C37 = Nonmercury nixies
28480 5245L-E67 E67 = Nonmercury nixies, 5253B+5257A+5266A
28480 5245L-E72 E72 = C37+5245L+5253B+5262A
28480 5245L-H12 H12 = 50 TO 1000 Hz ac line power
28480 5245L-H60 H60 = Modified for RFI protection
28480 5245L-H61 H61 = 50 to 400 Hz ac, no BCD output
28480 5245L-H78 H78 = Rotron fan for VWSR, 50 to 400 cps operation
28480 5245L-H96 H96 = 50 to 400 Hz ac line power
28480 5245L-H97 H97 = Opt C37, N61
28480 5245L-J45 J45 = 50 to 1000 Hz ac power, remote reset, 200k period
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28480 5245L-J54 J54 = Modified for RFI, waterproofed front panel
28480 5245L-J58 J58 = Crystal aging rate of less than 1 part in 10E9/day
28480 5245L-M54 M54 = Fiberglass dripproof case, RFI, 50 to 400 Hz fan
28480 5245L-N11 N11 = RFI modification, Jonathan slides
28480 5245M-H37 H37 = M54 modification and nonmercury nixie tubes
28480 5248L-E03 E03 = H03-5248L, H03-5267A
28480 5248L-H03 H03 = RFI, fungus proofing, 50-400 Hz, rear input
28480 5328A-E42 E42 = Cover, extender cards, spares, H42
28480 5328A-H03-H99 H03 = BCD out, remote prog, H99 = 5328A-096, improved EMI
28480 5328A-H42 H42 = Opt 010, 011, 030, 041
28480 5328A-H99 H99 = Opt 010, 011, 030, 041
28480 5328AF/096 USAF version, Opt 010, 011, 030, 041
28480 5334A-010-030-H06-910 H06 = 10857A radio beacon interface
28480 5334B-030-H05 H05 = Hi stbl time, handles, 200V input protection
28480 5334R 5334A-010-030+10857A radio beacon interface
28480 5342A-001-002-E03 E03 = Tilt-bail handle
28480 5342A-E03 E03 = Tilt-bail handle
28480 5345A-012 012 = HP-IB
28480 5345A-E29 E29 = 5345A+5355A+5356A
28480 5350B-001-H03 H03 = ETI
28480 5352B-001-H03 H03 = ETI, 001 = high stability time base
07342 540-20-S1635 S1635 = 60, 400, and 10 kHz input frequencies
07342 540-S3161 S3161 = 1:1 output transformer ratio
31637 5440C-G1-01-03-05-06 G1 = 115V, 01 = 65 dBm input sens, 03-05-06 = 5 MHz-40 GHz
31637 5440C-G1-03 G1 = 115V, 03 = 5 MHz to 18 GHz noise source
28480 54501A-E01 E01 = Front panel power switch, probes
34257 545A-W10-02-08 W10 = TCXO, EMI shielding
34257 545A-W10-08 W10 = TCXO, EMI shielding
34257 548A-W10-06-08+590-91 W10 = TCXO, EMI, 08 = GPIB, 590 = EXT CABLE, 91 = SENSOR
80009 577515E 577D2+177, SCR pkg(A1002,A1003,A1004,A1009,U35-5028-00)
34257 585-5802-Y09 Y09 = ETI, 5802 = 0.3 TO 1 GHz
58900 600/10-18 CONFIG158 CONFIG 158 = OPT 03 (1 KHZ RES), 06 (HI STBL TIME)
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20747 604M-P025526-RAT604M-10 P025526 = paint color, RAT604M-10 = baud rate option
28480 608E-C80 C80 = Nontilting rack slides
50423 6130A MOD32 MOD32 = Deleted nsec markers
28480 6259B-026 026 = 115 Vac 10% input line voltage
28480 626A-H12 H12 = 60 to 400 Hz fan
28480 628A-H12 H12 = 50 to 400 Hz ac line power
55792 6500-1676 1676 = Configuration A frequency modifications
28480 651B-H06 H06 = 75 ohm output (0 dBm = 1 mW into 600 ohms)
28480 652A-H02 H02 = 75 ohm output, dBm scale (1 mW into 75 ohms)
28480 652A-S01 S01 = 30 inch 50 ohm cable
99899 70028 8616+8662B+8623C+8562+8633
99899 70039 8616+8623D+8699
99899 70040 8616+8623D+8633+8652+8662B+8699
28480 7034A-127 127 = (2)17171A
28480 7402A-159 159 = 7402A-003+(2)17401A
28480 7402A-168 168 = (2)17401A
89536 77/AN AN = Model 77 with Navy specifications
80009 7704A MOD 129G 129G = Special output jack
89536 8000A/BU BU = Battery power, test switch, ac to 100 kHz
89536 8000A/MAS MAS = AC measurements set up for medical requirements
89536 8000A/MTR MTR = Front panel analog meter
89536 8000A/MTR MTR = Analog meter, battery test switch
04901 8210-01-S3 S3 = Alkaline battery for RAM
89536 823AR/AF R/AF = Front/rear input, special paint
89536 825A/AG AG = Zener diode reference
28480 8350B-N40 N40 = 8350B+83595A-002+83572A-H37, H37 = 06, 7 dBm
28480 8350B-N41 N41=8350B-913+83595A-002+11869A+83572A-H37, 37 = 06, 7 dBm
28480 8350B-N42 N42 = 8350B+83522A
28480 8350B-N43 N43 = 8350B+83522A-002-004, rear RF output jacks
28480 8350B-N44 N44 = 8350B+83525A+83545A
28480 8350B-N45 N45 = 8350B+83545A
28480 8350B-N46 N46 = 8350B+83550A
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28480 8350B-N47 N47 = 8350B+83592B-002
28480 8350B-N48 N48 = 8350B+83570A
28480 8350B-N49 N49 = 8350B+83597A
28480 8350B-N50 N50 = 8350B+83596A
28480 8350B-N51 N51 = 8350B-913+83592B-002
28480 8350B-N52 N52 = 8350B-913+83595A-002
28480 8350B-N59 N59 = 8350B-913+83595A-002+83572A-H38, H38 = 01, 06, 7 dBm
28480 8350B-N60 N60 = 8350B+83570A+83592B-002
28480 8350B-N67 N67 = 8350B+11667A
28480 83572A-H37 H37 = Opt 006, high power output, square wave modulator
28480 83572A-H38 H38 = 8350B+83572A-H37, H37 = int pulse, square wave mod
28480 83595A-N20 N20 = 8350B-913+83595A-H20, H20 = Navy spec attenuator
28480 83597A-N21 N21 = 8350B-913+83597A-H21, H21 = Navy spec attenuator, R281
28480 8403A-002 002 = 8731B (800 to 2400 MHz)
28480 8403A-004-H09 004 = 8432B+8403A-H09, variable delay pulse
28480 8403A-008 008 = 8403A+8734B (7 to 12.4 GHz)
28480 8405A-C80 C80 = Fixed slide rails
28480 8405A-E10 E10 = 11570A, linear volts scale
28480 8405A-E15 E15 = 8405A-002-910+11570A, linear dB scale
28480 8405A-E24 E24 = ETI, linear volts scale, 11567A+10216A+10218A
28480 8405A-E25 E25 = ETI, linear dB scale, 11567A+10216A+10218A
28480 8407A-E30 E30 = 8407A+8413A+8601A+11652A, transmission/reflection kit
28480 8407A-E31 E38 = 8407A+8412A+8601A+11652A, transmission/reflection kit
28480 8410B-E75 E75 = 8410B+8411A+8413A+8470A
28480 8410C-E75 E75 = 8410+ 8411A+8413A+8470A
28480 8444A-059 059 = Compatibility w/8558B+8565A+8568A+8569A+8554A+8555A
28480 8444A-H39 H39 = 1st LO input on rear panel, Opt 059
34280 8501-S5455 S5455 = 8501, EMI, GPIB, 3 sensors, cables, covers
28480 8553B-E01 E01 = 141T+8553B-H05+8552A-H02, 75 ohm system
28480 8553B-E03 E03 = 141T-908+8553B+8552B
28480 8553B-E29 E29 = 8553B+8552B+141T
28480 8553B-E30 E30 = 141T-908+8553B+8552B+8443A
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28480 8553B-E31 E31 = 141T+8553B+8552B+8443A
28480 8554B-E29 E29 = 141T+8554B+8552B
28480 8554B-E30 E30 = 141T+8554B+8552B+8444A
28480 8554B-E31 E31 = 141T+8554B+8552B+8444A
28480 8555A-E12 E12 = 140T+8555A+8552B
28480 8555A-E29 E29 = 141T+8555A+8552B
28480 8555A-E31 E31 = 141T+8555+ 8552B+8445B
28480 8555A-E75 E75 = 141T+8555A+8552B+11517A+11518A+11519A+11520A
28480 8555A-H11 H11 = Amplified 50 MHz IF out with 8552B-H11
28480 8556A-E27 E27 = 141T+8556A+8552B
28480 8556A-E29 E29 = 141T+8556A+8552B
28480 8559A-E15 E15 = 8559A+853A
28480 8559A-E36 E36 = 8559A+180TR-908
28480 8559A-E50 E50 = 8553A, ETI, 2nd manual
28480 8559A-H37 H37 = ETI, 2nd manual
28480 8562A-E50 H50 = Silver oxide ROM battery, 11970K,A,Q,U, 85620A
28480 8562A-E51 E51 = 11970A+11970K, silver oxide ROM battery, SMA cables
28480 8562B-462 462 = Impulse bandwidths for EMI measurements
28480 8566A-E02 E02 = 50 and 75 ohm RF inputs
28480 8568B-462/910 462 = Special impulse bandwidth
89536 8600A-01/529 01 = Battery and ac power, 529 = GPIB
28480 8601A-H11 H11 = 01, 03, line fuses, 10503A, N to BNC, 6 ft cable
28480 8614A-C25 C25 = OSM-RTO output, rear FM TNC, ext FM has 50 ohms to gnd
28480 8614A-E08 E08 = 8614A+8403A-002
28480 8614A-H16 H16 = Uncalibrated output, improved attenuator specs
28480 8616A-E16 E16 = 8616A+8403A-004-H09
28480 86241A-H13 H13 = Output 20mW, on/off ratio -16dB, harmonics reduction
28480 86260A-H40 H40 = 11 dBm output power
28480 86290B-H08 H08 = 2 to 12 GHz 10 dBm, 12 to 22 GHz 3 dBm output
28480 86290B-H13 H13 = 13 dBm output power
28480 86342A-H25 H25 = 10 dBm output power at 8621B-100
28480 8644A-K01 K01 = Two component-level repair manuals
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SECTION 8 - GPETE CONFIGURATIONS BY MODEL 

CAGE MODEL OPTIONS

28480 8660C-E11 E11 = 8660C-100+86602B+86631B
28480 8660C-E29 8660C-1-5-100+86601A+86602B+86603A-2+86631B+86633B+86634B
28480 8660C-E44 8660C-1-5-100-910+86601A+86603A-2+86331B+86633B+86634B
28480 8660D-E52 E52 = 8660D-01-03-05-100+86602B+86631B+86632B+86633B
28480 8660D-E53 E53 = 8660D-01-03-05-100+86603A-002+86633B+86634A
28480 8660D-E54 E54 = 8660D-01-03-05-100+86601A+86632B
28480 8660D-E55 E55 = 8660D-01-03-05-100+86602B+86631B
28480 8660D-E56 E56 = 8660D-01-02-05-100+86602B+86633B
28480 8660D-E57 E57 = 8660D-1-3-5-100+86601A+86603A+86632B
28480 8660D-E58 E58 = 8660D-001-003-005-100+86601A+86603B
28480 8660D-E59 E59 = 8660D-1-3-5-100+86603A+86632B+86634A
28480 8660D-E63 8660D-1-3-5-100-910+86601A-910+86603A-02-910+86632B-910
28480 8660D-E64 E64 =8660D-01-03-05-100-910+86601+86603A-002+86632B+86633B
28480 8684D-H21 H21 = 10 dBm output, APC-7, 70 dB attenuator
28480 8684D-H24 H24 = 10 dBm output, APC-7, 70 dB atten, 400 Hz power
28480 8685A 8684B+435B+8481A+537A
28480 8690A-E17 E17 = 8690A+8691A-H26+8692A-1-H26+8693A-001+8694A-001
28480 8694B-H01 H01 = 7 to 12.4 GHz, Opt 200 15 mW output power
28480 8721A-H01 H01 = 2 watts input on load port only, others 0.9W max
28480 8755A-E57 E57 = 182T+8755A+(3)11664A+11665A+11679A+11679B
28480 8755B-E57 E57 = 182T+8755B+(3)11664A+11665B+11679A+11679B
28480 8755C-E44 E44=182T+8755C+(3)11667B/E+(3)11664C+8750A+R422A+K422A
28480 8755C-E57 E57 = 182T+8755C+(3)11664A+11665B+11679A+11679B
28480 8756A-E40 E40 =8756A+11664B+(2)11664C+(3)11170C+10833A+85023
28480 8756A-E45 E45 = 8756A+(3)11664E+(3)11664C+(3)R422A+(3)K422A
28480 8756A-E57 E57 = 8756A+(3)11664A+11665B+11679A+11679B
28480 8757A-N45 Same as 8757E-S20
28480 8757E-S20 S20 = 8757E+(3)11667A+85027C+11664A+8491B-010
89536 8800A/AA AA = Extended frequency response
89536 8840A/AA AA = Opt 09 TRMS converter
28480 8901A-E01 E01 = 8901A-002-010-908+11715A-908
28480 8902A-E02 E02 = 8902A-002-908-910+11722A
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SECTION 8 - GPETE CONFIGURATIONS BY MODEL 

CAGE MODEL OPTIONS

28480 8902A-E04 E04 = 8672A-001-915-916+11793A-H04+11792A-001-H04+71B
28480 8903B-050 050 = 400 Hz high pass filter
89536 8922A/AB AB = Front/rear sig in, ext dc power, 0 dB = 1V/1 kilohm
28480 8970B-E20 E20 = 8970B+346B
28480 8970B-E21 E21 = 8970B+346B+346C+R347B
04901 91DA-S5 S5 = Calibrated in dBm
04901 91H-S7 S7 = 50 to 400 Hz line power, dBm scale
04901 9200B-01B 01B = GPIB
04901 92A-S2 S2 = Rear input, carrying handle, ruggedized
04901 92A-S2-1 S2-1 = Environmentalized, 91-12 RF probe, 91-8B BNC
04901 92B-S5 S5 =9124A kit(91-6C+91-7C+91-14A+91-15A+91-18A), ruggedized
04901 92E-S5 S5 =952011-1 kit(91-6C+91-7C+91-14A+91-15A+91-18A)
89536 931B TRMS voltmeter to 1100V
89536 931B/AB AB = Rear BNC only
28821 957A A = ETI, 15 min warmup, 0 to 55 degrees C
93459 9675-200 430-08+438AP+432AP+433AP+434AP+435AP-1+436+437+(4)4301+4302B
80009 AM 503S AM 503+TM 502A+A6302, tool box panel
82199 ESH2+ESH2-105 ESH2-105 = Antenna package
82199 ESH3+ESH2-105 Programmable, ESH2-105 = Antenna package
82199 ESV+ESV-105 ESV-105 = Antenna package
82199 ESVP+ESV-105 Programmable, ESV-105 = Antenna package
80009 F2601A1 TR 503+TM 503, blank panel, cables, adapter
80009 F2603A1 TR 503+DC 509-01+DP 501+TM 504-02, cables, adapters
80009 F2604A1 TR 503+DC 503A+TM 503-02, cables, adapter
80009 F3801A1 2465+1106+1107, probes, accessory pouch
80009 F3801A1 MOD YE 2465A+1106+1107, probes, CRT filters
80009 F3801A2 MOD YE 2465B+1106+1107, probes
80009 F4001A1 465M rack mounted, probes, adapters, CRT filters
80009 F4002A1 2335 ruggedized, rack mount kit, probes, CRT filters
80009 F4201A2 R7633-03+7A26+7B53A+7D13, cable, CRT filters
80009 F4202A1 7603-03+7A13+7A18A+7B53A
80009 F4203A1 7613-03+7A13+7A26+7B53A, cable, probes
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80009 F4203A1 MOD FE 7613-03+7A13+7A26+7B53A, probes, cable, CRT filters
80009 F4203A2 R7613-03+7A13+7A26+7B53A, cable, CRT filters
80009 F4204A1 7904A-03+7A29+(2)7A16A+7B92A, probes, CRT filter
80009 F4204A1 MOD FE 7904-03+(2)7A16+7A29+7B92A MOD FE, probes
80009 F4206A1 7603+(2)7A16A+7B53A, probes, cable, CRT filter
80009 F4207A1 7613-01+(2)7S11+7T11+(2)S4+S52, cables, adapters
80009 F4208A1 R7613+7A15A+7B53A, cable
80009 F4209A1 7613+7A26+7B53A, cable
80009 F4211A1 7904A+(2)7A29+7B10+7B15, probes, adapter
80009 F475T4 475-04-07 ruggedized, 1106 battery pack, probes
80009 F5202A1 MOD WP 5110+(2)5A21N+5B1ON, probes
80009 F5202A2 MOD WR R5110 MOD WQ+(2)5A21N+5B10N+MOD 817 rear inputs
80009 F5203A1 5440-01+(2)5A48+5B42, probes
80009 F5204A1 5440+5A48+5B42+1101A1, probes, accessories
80009 F5204A2 R5440+5A48+5B42, probes, accessories
80009 F577D2 577D2+177+A1005+A1007
80009 F6001A1 AM 503+TM 502A+A6302, cable
80009 F7511A1 SC 502+TM 503+1105, probes, tool box plug-in
80009 F7613A1 7613-01-03-05+(2)7A15A+7B53A, probes, CRT filter
80009 F7904D2 7904-03+7A19+(2)7A16A+7B92A, probes
25284 HD125/10182 10182 = 2 manuals
85711 MV-912A-BP-SC1 BP = Binding post input jacks, SC1 = Linear dB scale
88869 NM-67N NM67+96001+95209-1
09553 OA-2090B-SA1194 TF 2091B+TF 2092B+SA1194 filters
89536 PM 5712/08Q 08Q = Handle, EMI protection, Navy manual
94990 R2001D/0010/HS 0010 = Alkaline battery, HS = Hi stab oscillator
82199 SPN + SPN-Z1 SPN-Z1 = Balanced 600 ohm balun
57705 TRACKER 2000-HSR410 2000+HSR410 switching unit
62614 WR-3101-2S 2S = (2)AL-3101+TR-201
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